
Our instructions for use are based on knowledge available currently and shall guide the buyer/user to the best of one's knowledge, but, however, must be clarified for the areas of 
application and processing conditions on a case-to-case basis. The buyer/user is responsible for deciding on the suitability and use of the delivered product, which is why it is 
recommended to produce a sample to check the suitability of the product. Our general terms and conditions of sale are otherwise applicable. All previous data sheets are rendered 
invalid with the issue of this one. Rights reserved for the modification of the container sizes, colour shades and degrees of gloss available.

Technical data sheet

Legno-Reiniger 7003

Cleaning agent and Dilution for DIY, industrial and professional use

Product numbers 80025

General Clear, colorless solvent mixture based on mild-odor isoparaffins. Very good 
cleaning effect. The product also serves as a thinner.

Application area Cleaning agent for greasy impurities.
Thinner and cleaning agent for the products of the ADLER Legno-range and 
Aviva Iso-Extrem (4078050503).
Please observe the relative technical data sheets of the products.

Processing instructions Moisten a soft cleaning cloth with Legno-Reiniger (7003) and wipe dirty 
surfaces; re-wipe dry after.

Application technique Wiping

Yield per application (m²/l) 50

The shape and surface condition of the workpiece as well as the type of 
application influence the actual consumption.

Size of trading unit 250 ml, 1 l, 25 l

Supplementary products Aviva Iso-Extrem (4078050503)
Legno-range

Durability / storage Min. 5 year(s) in the original sealed containers.

Safety-related information Further information on the subject of safety during transport, storage and 
handling as well as disposal can be found in the relevant safety data sheet. 
The current version can be accessed on the Internet at www.adler-lacke.com.
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